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Tech Spec

Kind
P.A.
Amp Top
Front Top
Amp Sub
Front Sub

Monitor

Amp
Box

F.O.H

Console

Outboard

Multicable

D.J. Equipment
Mixer

CD
Vinyl

Technical Specifications
And

General Information

Model

PLM 10000Q

Martin Audio W8LM
Digam X2

Martin Audio WSX

Chevin Q6
Passive 15” + coax

Yamaha LS9
Soundcraft G4

Behringer XR4400
dbx 266x1

t.c. Electronic m300
dbx 1231

dbx 215

BBE EQA231

24 — 8 ch

Pioneer 900 Nexus

Allen & Heath Xone:92

CDJ 2000 Nexus
Technics 1200Mk2

Pieces

2x2

2x6
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Microphones
Beta 52a
Beta 58a
Beta 56a
SM 57
SM 58
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Lighting

Controller Elation Magic 260
Dimmer Electron Actor 616
Front Light Par 32

Back Light Par 30

Moving Heads Stagecolour 300
Led Strips
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Fire Regulations prevent the use of smoke/fog machines and pyrotechnics.

Venue Capacity 400 Standing

Stage Power 2x13a, 3x16a, 3x63a

Stage Dimensions W:540 H:235 D:450

Db No Restrictions

Load in/out (2x) 450 x 223

Curfew Sound check can begin at 18:00

Crew KB18 provides a F.O.H. Engineer for all shows

unless other arrangements have been made.

Backstage Greenroom provided with separate toilet/bathroom
3 couches and tables.

Merchandise No specific place, and no specific rules.
Contact Kedboderne 18
1714 KBH 'V

+45 33313933
ukh102@gmail.com
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